IWARNING! INITIAL INSTRUCTIONS IIMPORTANT! 

FAILURE TO FOLLOW ALL OF THESE DIRECTIONS WILL DAMAGE YOUR PRODUCT 


1 


APPROVED TANKS 
AND TORCH HEADS 




^ 16.4 oz "camping" 
propane gas cylinder 
tank. 

Found at hardware and 
camping supply stores 


>/ Bernzomatic TS8000 
^ Bernzomatic TS4000 


0 

0 

0 
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DO NOT USE 

14.1 oz propane tanks 

(tall cylinders that are typically blue) 

14.1 oz MAPP or MAP-PRO cylinder tanks 
(tall cylinders that are typically yellow) 

Iwatani Torch 

Any other tanks or torches not mentioned here 
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PROPER ASSEMBLY 



The Searzall must be properly spaced 
in relation to the torch head. Improper 
spacing will damage your screens. 

1. Turn gas off on the torch head and 
disconnect it from its propane tank. 

2. Make sure the adapter is flush adapter- 

with the base of the Searzall, and tighten the 
thumbscrew (see fig. 1). 

3. Loosen the alien screw with the alien key 
and slide the Searzall onto the torch head 
(see fig. 2). 

4. A IMPORTANT A Use the Searzall spacing stick 
to set the spacing between the tip of the torch and the 
opening in the back of the Searzall (see fig. 3). Tighten the 
alien screw and remove spacing stick. 


thumbscrew 



SEARZALL 
BOOKEniWIIHX 

FAILURE TO FOLLOW ALL OF THESE DIRECTIONS WILL DAMAGE YOUR PRODUCT 
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PRE-SEASONING 


Before using the Searzall complete the following; 

A Once the Searzall is properly attached, ignite the 
torch and hold it so the front screen is parallel to the floor. 
Seasoning the Searzall in any other position will harm your 
screens. 

The torch must remain in this position for exactly two full 
minutes (see fig. 4). 

Once your Searzall is seasoned, it will be ready to use. 



The seasoning process will create a temporary odor and some 
orange flames. 


